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PART# DESCRIPTION 

02-5480312 5/16” Galvanized Anchor Shackle w/Screw Pin, 1,500 lbs. W.L.L. 

02-5480375 3/8” Galvanized Anchor Shackle w/Screw Pin, 2,000 lbs. W.L.L. 

02-5480500 1/2” Galvanized Anchor Shackle w/Screw Pin, 4,000 lbs. W.L.L. 

02-5840625 5/8” Galvanized Anchor Shackle w/Screw Pin, 6,500 lbs. W.L.L. 

ANCHOR SHACKLES 

DOUBLE CLEVIS LINK 

WELD-ON CHAIN HOLDER 

PART # CHAIN SIZE PIN DIAMETER W.L.L 

02-2409C 3/8” 1/2” 5,000 lbs 

PART # DESCRIPTION 

02-SC38B Safety Chain Holder 3/8” diameter 

02-SC44B Safety Chain Holder 7/16” diameter 

02-SC50B Safety Chain Holder 1/2” diameter 

02-SC58B Safety Chain Holder 5/8” diameter 

RATCHETING LOAD BINDER 

PART# DESCRIPTION 

65-RLB5638 5/16” x 3/8” Ratcheting Load Binder 14.25” handle 

65-RLB3812 3/8” x 1/2” Ratcheting Load Binder 14.25” handle 

TRANSPORT CHAIN  

PART# MINMUM 

BREAK FORCE 

TOTAL 

LENGTH 

DESCRIPTION 

02-80307 
18,800 lbs 20’ 5/16” x 234” grade 70 plus (2) clevis 

grab hooks 

02-80311 26,400 lbs 20’ 3/8” x 234” grade 70 plus (2) clevis grab 

hooks 



 

D-2                                                 Ajax Trailers, LLC   ●   Phone: 586.757.7676   ●   www.ajaxtrailers.com  

PART# DESCRIPTION MINIMUM BREAKING  

STRENGTH 

W.L.L. STYLE 

66-ET4310 
Horizontal E-Track 10’ section 

(Min. Yield: 50,000 psi) 

N/A 
 

N/A A 

66-ET8000 Vertical E-Track 10’ section 

(Min. Yield: 50,000 psi) 

N/A N/A B 

66-19131 Rope Ring with E-track fitting 6,000 lbs 2,000 lbs C 

66-19200 Rope Ring with E-track fitting 1,950 lbs 650 lbs D 

66-ET1845 Track Board Holder (Holds 2x4 & 2x6 lumber) N/A N/A E 

66-ET6001 2” x 6” Rope Ring Tie Down Strap w/ Fitting 3,000 lbs 1,000 lbs F 

66-ET6412 2” x 12’ Ratchet Strap w/ E-Track Fitting 3,000 lbs 1,000 lbs G 

66-ET6416 2” x 16’ Ratchet Strap w/ E-Track Fitting 3,000 lbs 1,000 lbs G 

66-ETH E-Track U-Bolt Fitting N/A N/A H 

H 

G 

E 

D 
C 

E-TRACK CARGO CONTROL 

A 

B 

F 



H-3 

 

Ajax Trailers, LLC   ●   Phone: 586.757.7676   ●   www.ajaxtrailers.com   D-3 

PART# DESCRIPTION MINIMUM BREAKING  

STRENGTH 

W.L.L. STYLE 

66-227F 2” x 27’ Ratchet w/Flat Hook 10,000 lbs 3,300 lbs A 

66-227H 2” x 27’ Ratchet w/Wire J Hook 10,000 lbs 3,300 lbs B 

66-2608 SHPL 1” x 8’ Ratchet Strap w/ S Hooks & Loop 2,500 lbs 833 lbs C 

66-2610SH-254 1” x 10’ Ratchet Strap w/ S Hooks 1,500 lbs 500 lbs D 

66-5108 AX/10 8’ Axle Ratchet Strap w/ loop  10,000 lbs 3,300 lbs E 

66-5427 FSH 2” x 27’ Ratchet w/Spring Hook 10,000 lbs 3,300 lbs F 

66-AXLE2/CS 2” x 24” Axle Loop Strap Only w/ D-Rings 10,000 lbs  3,300 lbs G 

66-AXLE3/CS 2” x 36” Axle Loop Strap Only w/ D-Rings 10,000 lbs 3,000 lbs G 

66-WN1617 U Universal Wheel Net (fits 13” up to most 16” & 17” Tires) 3,000 lbs 1,000 lbs H 

66-RTD211218 12’ Ratchet Tie Downs (2-Pack) 1,800 lbs 600 lbs I 

66-5480010 2” x 10’ Retractable Tie Down (Bolt-on Ratchet) 3,000 lbs 1,000 lbs J 

TIE-DOWN STRAPS 

A 
B 

C 

D 
E 

F 

G 

H 

I 
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PART # DESCRIPTION RING 

DIAMETER 

I.D. 

(H X W) 

W.L.L. BREAKING 

STRENGTH 

STYLE 

65-28 Heavy Duty Rope Ring w/ 

Forged Weld-On Bracket 

3/8” 1½” x 1¼” 2000# 6000# A 

65-38ZW Forged White Zinc Plated D-

Ring w/ 2-Hole Mounting 

Bracket 

1/2” 2 1/2” x 2 3/8” 4080# 11,781# B 

65-2201-1111 Forged D-Ring w/ Mounting 

Bracket 

5/8” 3” x 3” 6130# 18,390# C 

65-48 Forged D-Ring w/ Mounting 

Bracket 

1” 3” x 3” 15,586# 46,760# D 

65-50 Forged D-Ring w/ Mounting 

Bracket 

1” 4” x 3” 15,586# 46,760# D 

65-5055 Forged D-Ring (55°) w/ 

Mounting Bracket 

1” 3½” x 3” 15,586# 46,760# E 

D 
C 

A 

TIE DOWN D-RINGS  

B 
E 
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PART # DESCRIPTION W.L.L. BREAKING 

STREGTH 

STYLE 

65-B20 Rope Ring 

 

800# 2,400# A 

65-B21 Rope Ring w/ Clip 

 

800# 2,400# B 

65-501 Surface Mounted Rope Ring 500# 1,500# F 

65-601 Recessed rope ring 

 

265# 850# E 

65-701 Surface Mounted Rope Ring 

 

265# 800# D 

65-702 Recessed Rope Ring 265# 800# C 

65-801 Heavy Duty Recessed Rope Ring 2000# 6,000# G 

65-901 Heavy Duty Recessed Rotating Rope Ring 2000# 6,000# H 

65-7622BP Support plate for 601/701/702/B20 

 

n/a n/a n/s 

65-801BP Support plate for 801 

 

n/a n/a n/s 

65-902BP Support plate for 901 

 

n/a n/a n/s 

6-1/8” 

H G F 

E 
D C B A 

ROPE RINGS  

1-1/2” x 2-1/2” 2-1/2” x 3-1/4” 3-1/2” 
4” 3-1/2” x 5” 

3-7/8” x 5-1/8” 
5” x 5” 
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PART# DESCRIPTION SIZE STYLE 

65-WC35225 Mini Rubber Wheel Chock Pair w/Rope 3” x 5” x 2.25” A 

65-WC1467 Rubber Wheel Chock 5” x 6” x 5” B 

65-WC4412 Durable Plastic Wheel Chock 5” x 6” x 5” C 

65-WC1086 Heavy Duty Rubber Wheel Chock w/Chain 

Eye 

10” x 8” x 6” D 

65-WC100609 Chrome Motorcycle Wheel Chock w/ 

Mounting Kit 

5-1/2” ID E 

65-WC35 Removable Wheel Chock 3-1/2” I.D. w/ 

Mounting Kit-Pingle 

3-1/2” I.D.  F 

65-WC65 Removable Wheel Chock 6-1/2” I.D. w/ 

Mounting Kit-Pingle 

6-1/2” I.D.  F 

65-WC1125 Removable Wheel Chock 11-1/4” I.D. w/ 

Mounting Kit-Pingle 

11-1/4” I.D.  F 

65-WCMD01 Replacement Mounting Hardware  

(For Pingle Wheel Chock) 

N/A ns 

65-WC-T Replacement T-Bolt 

(For Pingle Wheel Chock) 

N/A ns 

F 

E 

D 

C 

A 

WHEEL CHOCKS 

B 


